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1.  Rosone completo :: Complete rose

2. Sacchetto minuteria con chiave esagonale :: kit with screws and Allen key

3. Cavo acciaio mt.4 Ø 1,2 mm con 19 capi :: 4mt steel wire Ø1,2mm with 19 winded wires
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RF4630159 
ROSONE COMPLETO :: COMPLETE ROSE  
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WARNING! When installing and whenever acting on the appliance, ensure that the 
power supply has been switched off. 
For the installation of the spare-part, it is necessary to consult a qualified 
electrician. 
 
Install the wall fitting (B) to the ceiling with screws and plugs, ensuring that the 
power wires pass through the hole (H). 
REMARKS!!! Choose screw plugs that are suitable for the type of mounting 
surface. 
 
 
ATTENZIONE! All’atto dell’installazione ed ogni volta che si interviene 
sull’apparecchio, assicurarsi che sia stata tolta la tensione di alimentazione. 
Per l’installazione del ricambio è necessario rivolgersi ad un elettricista 
qualificato. 
 
Fissare l’attacco a muro (B) al soffitto con viti e tasselli ad espansione avendo 
cura di far passare i cavi di alimentazione dal foro (H). 
NOTA!!! Scegliere i tasselli ad espansione idonei per la superficie destinata al 
montaggio. 
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Assemble the ceiling rose on the ceiling attachment by fastening it with 
a slight clockwise rotation to then lock it by screwing the headless 
screws (A). 
 
 
Installare il rosone (C) sull’attacco a soffitto, agganciandolo con una 
lieve rotazione in senso orario per poi bloccarlo riavvitando le viti senza 
testa (A). 
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RF3160100 
 


SACCHETTO MINUTERIA CON CHIAVE ESAGONALE ::  
KIT WITH SCREWS AND ALLEN KEY  
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WARNING! When installing and whenever acting on the 
appliance, ensure that the power supply has been switched 
off. 
For the installation of the spare-part, it is necessary to 
consult a qualified electrician. 
 
Position the cover on the wall attachment and rotation it 
clockwise to fasten it. 
 
Screw the two headless screws. 
 
 
ATTENZIONE! All’atto dell’installazione ed ogni volta che si 
interviene 
sull’apparecchio, assicurarsi che sia stata tolta la tensione 
di alimentazione. 
Per l’installazione del ricambio è necessario rivolgersi ad un 
elettricista qualificato. 
 
Posizionare la copertura sull’attacco a muro e ruotarlo in 
senso orario per agganciarlo. 
 
Avvitare le due viti senza testa.  
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STEEL CABLE MT.4 WITH 19 WINDED WIRES :: CAVO ACCIAIO MT 4 19 CAPI  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 





ABrunelli
Allegato File
RF01089.pdf




