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L I G H T  S H O O T E R

ø105

ø95

10
9

13

03.6562.40
03.6562.14

03.6563.40
03.6563.14

03.6560.40A
03.6560.14A

03.6561.40A
03.6561.14A

03.6572.40
03.6572.14

03.6573.40
03.6573.14

03.6570.40A
03.6570.14A

03.6571.40A
03.6571.14A

03.6562.40.DA
03.6562.14.DA

03.6563.40.DA
03.6563.14.DA

03.6560.40ADA
03.6560.14ADA

03.6561.40ADA
03.6561.14ADA

03.6572.40.DA
03.6572.14.DA

03.6573.40.DA
03.6573.14.DA

03.6570.40ADA
03.6570.14ADA

03.6571.40ADA
03.6571.14ADA

14°
90º

60º

30º

90º

60º

30º4285 cd

Beam Angle: 14°

h(m) E(lx) D(m)

1 4285 0.25

2 1071 0.51

3 476 0.76

4 268 1.02

5 171 1.27
Luminous flux luminaire
420 lm (EXTREME CUT OFF)

SPOT
14°

90º

60º

30º

90º

60º

30º4724 cd

Beam Angle: 14°

h(m) E(lx) D(m)

1 4724 0.25

2 1181 0.50

3 525 0.75

4 295 0.99

5 189 1.24
Luminous flux luminaire
453 lm (EXTREME CUT OFF)

SPOT

29°
90º

60º

30º

90º

60º

30º1912 cd

Beam Angle: 29°

h(m) E(lx) D(m)

1 1912 0.51

2 478 1.03

3 212 1.54

4 119 2.05

5 76 2.56
Luminous flux luminaire
592 lm (EXTREME CUT OFF)

FLOOD
28°

90º

60º

30º

90º

60º

30º2015 cd

Beam Angle: 28°

h(m) E(lx) D(m)

1 2015 0.50

2 504 1.01

3 224 1.51

4 126 2.02

5 81 2.52
Luminous flux luminaire
598 lm (EXTREME CUT OFF)

FLOOD

ø102

ø108

10
9

25 max

Light Shooter HP Adjustable Trim

Light Shooter HP Adjustable No Trim

Light Source: High Power LED 11W - 910 lm - 2700K/CRI 90    /    11W - 1060 lm - 3000K/CRI 90

2700K - Trim

2700K - Trim

3000K - Trim

3000K - Trim

2700K - No Trim

2700K - No Trim

3000K -No Trim

3000K - No Trim

Non Dimmable

Non Dimmable

Non Dimmable

Non Dimmable

Non Dimmable

Non Dimmable

Non Dimmable

Non Dimmable

Dali Version/1-10V

Dali Version/1-10V

Dali Version/1-10V

Dali Version/1-10V

Dali Version/1-10V

Dali Version/1-10V

Dali Version/1-10V

Dali Version/1-10V

360°

40°

0,45 Kg

GWT
850º

1-10V

DALI

44

IP

h=170 min

LED INCL

2700K

Luminaria empotrable de altas 
prestaciones para fuente de luz 
LED. Fuente de alimentación remota 
220-240V incluida.

Marco de pre-instalación incluido en 
las versiones No Trim.

High-performance recessed 
luminaire with LED light source. 
Remote 220-240V power supply 
included.

Pre-installation frame included in No 
Trim versions. 
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L I G H T  S H O O T E R

ø105

ø95

10
1

13

03.6569.40
03.6569.14

03.6568.40A
03.6568.14A

03.6579.40
03.6579.14

03.6578.40A
03.6578.14A

03.6569.40.DA
03.6569.14.DA

03.6568.40ADA
03.6568.14ADA

03.6579.40.DA
03.6579.14.DA

03.6578.40ADA
03.6578.14ADA

ø102

ø108

10
1

25 max

26°
90º

60º

30º

90º

60º

30º848 cd

Beam Angle: 26°

h(m) E(lx) D(m)

1 848 0.49

2 212 0.98

3 94 1.47

4 53 1.96

5 34 2.45
Luminous flux luminaire
529 lm (EXTREME CUT OFF)

27°
90º

60º

30º

90º

60º

30º901 cd

Beam Angle: 27°

h(m) E(lx) D(m)

1 901 0.51

2 225 1.02

3 100 1.53

4 56 2.04

5 36 2.55
Luminous flux luminaire
577 lm (EXTREME CUT OFF)

Light Shooter HP Wall-Washer Trim

Light Shooter HP Wall-Washer No Trim

Light Source: High Power LED 11W - 910 lm - 2700K/CRI 90    /    11W - 1060 lm - 3000K/CRI 90

2700K - Trim 3000K - Trim

2700K - No Trim 3000K - No Trim

Non Dimmable Non Dimmable

Non Dimmable Non Dimmable

Dali Version/1-10V Dali Version/1-10V

Dali Version/1-10V Dali Version/1-10V

08.8041.68

08.8412.14

0,45 Kg

GWT
850º

1-10V

DALI

44

IP

h=160 min

LED INCL

2700K

Luminaria empotrable de altas 
prestaciones para fuente de luz 
LED. Fuente de alimentación remota 
220-240V incluida.

Marco de pre-instalación incluido en 
las versiones No Trim.

High-performance recessed 
luminaire with LED light source. 
Remote 220-240V power supply 
included.

Pre-installation frame included in No 
Trim versions. 

Honeycomb.Honeycomb.

Elliptical lens.

Accessories / Accesorios

Lente elíptica.




